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(c) Designated dangerous cargo shall 
not be brought onto the waterfront fa-
cility from shore except when laden 
within a railroad car or highway vehi-
cle and shall remain in such railroad 
car or highway vehicle except when re-
moved as an incident of its prompt 
transshipment. Designated dangerous 
cargo shall not be brought onto the wa-
terfront facility from a vessel except as 
an incident of its prompt trans-
shipment by railroad car or highway 
vehicle. 

(d) No other dangerous cargo shall be 
on the waterfront facility during the 
period of transactions involving des-
ignated dangerous cargo, unless its 
presence is authorized by the Captain 
of the Port. This shall not apply to 
maintenance stores and supplies on the 
waterfront facility in conformity with 
§ 126.15(g). 

[CGFR 53–27, 18 FR 5348, Sept. 3, 1953, as 
amended by CGD 92–050, 59 FR 39965, Aug. 5, 
1994] 

§ 126.23 Termination or suspension of 
permits. 

Any permit issued pursuant to § 126.19 
shall terminate automatically at the 
conclusion of the transaction for which 
the permit has been issued and may be 
terminated, or suspended, prior thereto 
by the Captain of the Port whenever he 
deems that the security or safety of 
the port or vessels or waterfront facili-
ties therein so requires. Confirmation 
of such termination or suspension by 
the Captain of the Port shall be given 
to the permittee in writing. 

[CGFR 51–37, 16 FR 8679, Aug. 28, 1951] 

§ 126.25 Penalties for handling des-
ignated dangerous cargo without 
permit. 

Handling, loading, discharging, or 
transporting any designated dangerous 
cargo without a permit, as provided 
under § 126.17, being in force, will sub-
ject persons responsible therefore to 
the civil or criminal penalties provided 
in Section 13 of the Ports and Water-
ways Safety Act, as amended (33 U.S.C. 
1232). 

[CGD 78–023, 44 FR 4643, Jan. 22, 1979] 

§ 126.27 General permit for handling 
dangerous cargo. 

A general permit is hereby issued for 
the handling, storing, stowing, loading, 
discharging or transporting of dan-
gerous cargo (other than designated 
dangerous cargo) in bulk, portable 
tanks, containers, or packagings, at 
designated waterfront facilities, condi-
tioned upon the observance and fulfill-
ment of the following: 

(a) The conditions set forth in § 126.15 
shall at all times be strictly observed. 

(b) You must notify the COTP before 
you handle, store, stow, load, dis-
charge, or transport, in the net weight 
amounts specified, the following dan-
gerous cargo, except when contained 
within transport units or railroad or 
highway vehicles being transported 
across or on the waterfront facility 
solely for transfer to or from a rail-
road-car ferry, highway-vehicle ferry, 
or carfloat: 

(1) Class 1, Division 1.3 and Division 
1.5 (Explosive) materials, with a net ex-
plosive quantity in excess of 36,400 kg 
(40 net tons) at any one time. 

(2) Class 2, Division 2.1 (Flammable 
Gas) materials in bulk packaging; or 
Division 2.3 (Poison Gas) materials in 
excess of 72,800 kg (80 net tons) at any 
one time. 

(3) A Class 7 (Radioactive) material 
in a highway route controlled quan-
tity, as defined in 49 CFR 173.403. 

(4) Flammable solids or oxidizers, in 
excess of 100 net tons at any one time. 

(5) Flammable gases, in excess of 10 
net tons at any one time. 

(6) Poisons (Class A). 
(7) A bulk shipment of a cargo of par-

ticular hazard. 
(c) No Class 1 (explosive) materials 

(as defined in 49 CFR 173.50) or other 
dangerous cargoes prohibited from, or 
not permitted for, transportation by 46 
CFR part 148 or 49 CFR parts 171 
through 179 may be present on the wa-
terfront facility. 

(d) Break-bulk dangerous cargo must 
be segregated according to 49 CFR 
176.83(a) through (c). No separation is 
required for break-bulk dangerous 
cargo in limited-quantity packaging. 

(e) Transport units and portable 
tanks containing dangerous cargo must 
be segregated according to 49 CFR 
176.83(a), (b), and (f). The requirements 
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for vertical segregation and for on- 
deck, horizontal segregation in 49 CFR 
176.83(f) apply. No separation is re-
quired for transport units containing 
dangerous cargo only in limited quan-
tity packaging. 

(f) Break-bulk dangerous cargo must 
be segregated from transport units con-
taining dangerous cargo according to 
49 CFR 176.83(e). 

(g) Solid dangerous bulk cargo must 
be separated to prevent the interaction 
of incompatible materials in the event 
of an accident. Cargo not required to be 
segregated, when in break-bulk form, is 
not required to be segregated, when in 
bulk form. Dangerous cargo in break- 
bulk form must be segregated from 
solid dangerous cargo in bulk accord-
ing to 49 CFR 176.83. 

(h) Materials that are dangerous 
when wet (Division 4.3), water-soluble 
oxidizers (Division 5.1), and corrosive 
solids (Class 8) must be stored in a 
manner that prevents them from com-
ing into contact with water. 

(i) Corrosive liquids (Class 8) and liq-
uid oxidizers (Division 5.1) must be 
handled and stored so that, in the 
event of a leak from their packaging, 
they would not come in contact with 
organic materials. 

(j) Dangerous cargo stored on the fa-
cility must be arranged in a manner 
that retards the spread of fire, such as 
by interspersing dangerous cargo with 
inert or fire retardant material. 

(k) Dangerous cargo stored on the fa-
cility, but not intended for use on the 
facility, must be packaged, marked, 
and labeled according to 49 CFR parts 
171 through 180, as if the cargo was in 
transportation. 

(l) Class 7 (Radioactive) material 
must be stored as specified in 49 CFR 
173.447. 

[CGD 78–023, 44 FR 4643, Jan. 22, 1979, as 
amended by CGD 75–238, 44 FR 63676, Nov. 5, 
1979; CGD 75–238, 45 FR 57394, Aug. 28, 1980; 
CGD 92–050, 59 FR 39965, Aug. 5, 1994; USCG– 
1998–4302, 68 FR 55442, Sept. 26, 2003] 

§ 126.28 Ammonium nitrate, ammo-
nium nitrate fertilizers, fertilizer 
mixtures, or nitro carbo nitrate; 
general provisions. 

(a) When any item of ammonium ni-
trate, ammonium nitrate fertilizers, 
fertilizer mixtures, or nitro carbo ni-

trate, described and defined as an oxi-
dizer by the regulations of 49 CFR part 
173 is handled, stored, stowed, loaded, 
discharged or transported on a water-
front facility, the following provisions 
shall apply: 

(1) All outside containers shall be 
marked with the proper shipping name 
of the nitrate packed within the con-
tainer. 

(2) The building on a waterfront facil-
ity used for storage of any of these ma-
terials shall be of such construction as 
to afford good ventilation. 

(3) Storage of any of these materials 
shall be at a safe distance from electric 
wiring, steam pipes, radiators or any 
heating mechanism. 

(4) These materials shall be separated 
by a fire resistant wall or by a distance 
of at least 30 feet from organic mate-
rials or other chemicals and substances 
which could cause contamination such 
as flammable liquids, combustible liq-
uids, corrosive liquids, chlorates, per-
manganates, finely divided metals, 
caustic soda, charcoal, sulfur, cotton, 
coal, fats, fish oils or vegetable oils. 

(5) Storage of any of these materials 
shall be in a clean area upon clean 
wood dunnage, or on pallets over a 
clean floor. In the case of a concrete 
floor, storage may be made directly on 
the floor if it is first covered with a 
moisture barrier such as a poly-
ethylene sheet or asphaltic laminated 
paper. 

(6) Any spilled material shall be 
promptly and thoroughly cleaned up 
and removed from the waterfront facil-
ity. If any spilled material has re-
mained in contact with a wooden floor 
for any length of time the floor shall be 
scrubbed with water and all spilled ma-
terial shall be thoroughly dissolved and 
flushed away. 

(7) An abundance of water for fire-
fighting shall be readily available. 

(8) Open drains, traps, pits or pockets 
which could be filled with molten am-
monium nitrate if a fire occurred (and 
thus become potential detonators for 
the storage piles) must be eliminated 
or plugged. 

NOTE: See 49 CFR 176.415 for permit re-
quirements for nitro carbo nitrate and cer-
tain ammonium nitrates. 

[CGD 78–023, 44 FR 4644, Jan. 22, 1979] 
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